
















�é  Major technical feature

�1�S�P�E�V�D�U���T�Q�F�D�Jæ(�D�B�U�J�P�O ALS1-M ALS1-P

�$�P�O�W�F�O�U�J�P�O�B�M���U�I�F�S�N�B�M���D�V�S�S�F�O�U���*�U�I 10A

�.�F�D�I�B�O�J�D�B�M���F�O�E�V�S�B�O�D�F About 10 million times

�&�M�F�D�U�S�J�D�B�M���F�O�E�V�S�B�O�D�F 300,000 times 500,000 times

�8�P�S�L�J�O�H���U�F�N�Q�F�S�B�U�V�S�F -20�ë ~ +70�ë -25�ë ~ +70�ë

�1�S�P�U�F�D�U�J�P�O���D�M�B�T�T IP65 IP67

�3�B�U�F�E���D�B�Q�B�D�J�U�Z
�"�$������ 24V/6A 110V/6A      220V/3A 24V/6A 120V/6A        240V/3A

�%�$������ 24V/3A 110V/0.5A 220V/0.27A 24V/3A 125V/0.55A 250V/0.27A  

�"�-�4���T�F�S�J�F�T���M�J�N�J�U���T�X�J�U�D�I

�"�-�4�����.���T�F�S�J�F�T

�ê  The products have a metal enclosure and compact structure to save 

installation space.
�ê  They can meet the requirements of high operation frequency.
�ê  There is a wide range of working temperature.
�ê  8 actuator types are optional.
�ê  The products comply with RoHS standard and have passed CCC and CE 

�F�H�U�W�L�‰�F�D�W�L�R�Q��

�ê  The products have a plastic enclosure and high-strength structure with 

modular design.
�ê  The contact module can realize quick wiring.
�ê  The products are designed as per EN50047 standard.
�ê  18 actuator types are optional.
�ê  The contact module is provided with a  forced disconnection function.
�ê  The head can be rotated by 90�o along the central axis of the enclosure.
�ê  The products comply with RoHS standard and have passed CCC and CE 

�F�H�U�W�L�‰�F�D�W�L�R�Q��

�"�-�4�����1���T�F�S�J�F�T

ALS series limit switch is a kind of common low-current master switch, widely used to connect or disconnect 

control circuits with its contact action by using the collision of moving parts of production machinery so as 

to realize automatic stop, backward movement, movement with variable speed or automatic back and forth 

movement of the moving machinery.

�éö?�4�D�P�Q�F���P�G���B�Q�Q�M�J�D�B�U�J�P�O

�éö?�4�U�S�V�D�U�V�S�B�M���G�F�B�U�V�S�F
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http://www.si-apt.com


